General Notes

A. CONTRACTOR SHALL COORDINATE ALL POWER OUTAGES OR DISRUPTIONS WITH OCCUPANTS USING THIS FACILITY DURING THE RENOVATION PERIOD WITH THE OWNER.
B. CONTRACTOR SHALL COORDINATE WITH OWNER PRIOR TO DEMOLITION OF OCCUPIED SPACES.
C. CONTRACTOR TO PROTECT ALL EXISTING AREAS THAT ARE NOT PART OF THIS PROJECT. ANY ITEMS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED AT THE CONTRACTOR’S EXPENSE.
D. ALL DIMENSIONS SHALL BE VERIFIED IN THE FIELD. DIMENSIONS ON PLANS ARE FOR REFERENCE ONLY.

Demolition Notes

1. REMOVE EXISTING HAIRPIN DOORSTOPS AND PATCH CONCRETE. SALVAGE ALL METAL.
2. REMOVE EXISTING DOORS.
3. REMOVE EXISTING STOREFRONT AND PREPARE FOR NEW CONSTRUCTION.
4. RETAIN TOP CHANNEL.
5. EXISTING MUD MAT TO REMAIN.
6. EXISTING GLAZING TO REMAIN.
7. REMOVE EXISTING THRESHOLDS.